
CORE ALIGNMENT FUSION SPLICER 100S
FASTER, EASIER, CHANGING THE FIELD USE 
WITH ADVANCED FUSION SPLICERS.

USER-FRIENDLY FEATURES

ACHIEVED 20% FASTER OPERATION SIMULTANEOUS OPTICAL FIBER PREPARATION.
STRIPPING
The single fiber stripper SS05 can strip two optical  
fibers at the same time

CLEAVING
The optical fiber cleaver CT60 can cleave two  
optical fibers simultaneously.

SETTING
When setting the optical fibers, the clamp cover closes 
automatically, allowing two optical fibers to be set 
simultaneously.

GPS
Location information acquired via GPS 
at the time of splicing is saved in memory. 
It helps with daily workflow management.

SPLICE COACH FUNCTION
Step-by-step instructions appear on 
the screen, allowing for seamless and 
confident work

LINKED WITH SMARTPHONE APP
With the app Splice+, you can 
view the location information 
and splice results. 
Additionally, it equipped 
with a locking function to 
prevent theft.

COMPATIBLE WITH MOBILE  
BATTERIES*
Supports charging via standard mobile batteries, 
ensuring reliability even during sudden power loss.

! Please confirm that any mobile battery connected to this product meets USB 
PD standards and adhere to the mobile battery’s precautions. Do not use mobile 
batteries that are incompatible with this machine.



SIMPLIFIED OPTICAL FIBER SET  
USING THE FINGER PLACEMENT GUIDE

WIND PROTECTOR WTH AUTOMATIC 
OPEN AND CLOSE FUNCTION

ADJUSTABLE LEVER OPEING ANGLES

INCREASED NUMBER OF 
BLADE POSITIONS

EXPANDED ALLOWABLE RANGE 
FOR OPTICAL FIBER SETTING

A V-shaped guide has been added to the optical 
fiber setting area. By aligning your finger with the 
guide, it has become easier to place the optical fiber 
accurately.

After setting the optical fiber, the wind protector 
closes automatically and opens automatically once 
the splicing process finishes. By adjusting the lever opening angle, it is 

easy to use in various situations, whether 
on a tabletop or handheld.

By increasing the number of blade 
positions from 16 to 28 compared 
to the previous model, no need for 
blade height adjustment anymore.

It is possible to splice even when the optical 
fiber tip extend  beyond the electrode.
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NOT JUST EASE OF USE. 
STABLE SPLICING QUALITY WITH OUR STANDRAD FEATURES.

STANDARD PACKAGE OUR AFTER-SALES SERVICE

for optimal arc conditions for optimal cleaving angle
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Splicing loss caused by large cleave angle 3º< θ < 5º Detects blade worn position!

Automatic blade rotation 
to the next position

Optical fiber type and end-face condition 
are analyzed in real-time, and arc conditi-
ons are automatically adjusted for opti-
mal performance. This ensures consistent-
ly low splice loss.

*Please follow IATA regulation when shipping the battery by air.

The blade condition is managed in real-time via 
Bluetooth. When worn position is detected, the 
blade automatically rotates to the next position, 
allowing work to be performed at the optimal 
position.

Fujikura has a worldwide network of authorized 
distributors who have certified maintenance cen-
ter. We provide comprehensive after-sales service, 
including usage assistance and repair services, this 
ensures our products maximum lifetime. 

QtyModelItem
1pc100SCore Alignment Fusion Splicer
1pcBTR-19(1) Battery Pack *
1pcADC-22(2)AC Adapter
1pcACC-19(3)AC Power Cord
1pcUSB-02(4)USB Cable
1pcST-02(5) Fusion Splicer Strap

1pairsELCT2-16B(6) Electrodes, for spare
1pairsSP-05(7) Fiber Holder Set Plate

1pcCC-48(8) Carrying Case
1pcWT-11L(9) Work Tray Left
1pcWT-11R(10) Work Tray Right
1pcJP-11(11) Work Tray J-Plate
1pcTS-04A(12) Tripod Screw (For splicer)
1pcST-04(13) Carrying Case Strap
1pcAP-02(14) Alcohol Dispenser

PDF file stored in Splicer(15) Instruction Manual
1pcSS05Single Fiber Stripper
1pcCT60Optical Fiber Cleaver
1pcFDB-07(1) Fiber Scrap Collector
1pcAD-60A(2) Fiber Setting Plate
1pcCC-49(3) Case, for cleaver
1pcHEX-01(4) Hexagonal Wrench



CT60 OPTICAL FIBRE CLEAVER

FEATURES

ACTIVE BLADE MANEGEMENT TECHNOLOGY

EASY MAINTENANCE

SINGLE ACTION OPERATION

EASY ACCESS AND LONGER STRIPPED FIBRES

1 When the cleave length is less than 10mm, the 
coating diameter should be 250μm or less. Also, 
a blade height adjustment is required before 
cleaving. The average cleave angle is worse than 
the specification when the cleave length 
is less than 10mm.

2 Measured with an interferometer at room tem-
perature, not with a splicer. A new blade was used 
to cleave both the single fibres and ribbon fibres. 
The average cleave angle changes depending on 
the environmental conditions, blade condition, 
operating method, and cleanliness.

3 The blade life changes depending on the environ-
mental conditions, operating method, and the fibre 
type cleaved.

4 Bluetooth® mark and logos are the registered 
trademarks of Bluetooth SIG, Inc.

5 Measured with the lever closed.

Fibre Type Single-mode and multi-mode optical fibre

Fibre Count Single, dual, and up to 16-fibre ribbon

Cladding Diameter Approx. 125 Μm

Coating Diameter AD-60A: Max. 900Μm coating diameterr1 und max. 250Μm  
coating diameter1: AD-60B: Max. 3mm Coating Durchmesser

Coating Shape Refer to splicer options

Cleaving-Length
AD-60A1

Coating diameter: < = 250Μm: 5mm bis 20mm
250Μm < C.D. < = 900Μm: 10 bis 20mm

Cleaving-Length
AD-60B1

C.D. < = 250Μm: 5 bis 20mm
250Μm < C.D. < =900Μm: 10 bis 20mm
900Μm < C.D. < = 3mm: 14 bis 20mm

Cleaving-Length 
Fibre Holder 10mm

Cleave Angle2 Single-fibre: avg. 0.3° to 0.9°, fibre ribbon: avg. 0.3° to 1.2°

Blade Life3 60,000 cleaves

Wireless Connectivity4 Bluetooth®5.2

Power Supply 2 AAA (LRO3) dry battery

Dimensions5 113mm [B] x 92mm [T] x 54mm [H]

Weight 280g

Operating Temperature -10° to 50°C

Operating Humidity 0 bis 95% RH non-condensing

Storage Temperature -40 bis 80°C

Storage Humidity 0 bis 95% RH non-condensing

Screw Hole for Tripod 1/4-20 UNC

Other Features

Blade rotation (motorised rotation, manual rotation dial), Replacea-
ble parts (blade, clamp arm), Lever opening angle can be changed, 
shape and cleaving mechanism suitable for tabletop and handheld 
cleaving
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Inquiry from 
here→

https://www.optic-product.fujikura.com/jp/

Opternus GmbH  
Offizieller Distributor & Service-Partner 
in Deutschland, Österreich, Luxemburg
Bahnhofstraße 5 | 22941 Bargteheide
opternus.de | info@opternus.de
Telefon: (+49) 0 45322044-0

http://www.opternus.de/lwl-produkte/
spleisstechnik/spleissgeraete/

http://www.opternus.de/lwl-produkte/spleisstechnik/spleissgeraete/
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